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SPP - PREPARATORE AUTOMATICO 
POLIELETTROLITA 

Il preparatore automatico polielettrolita 
può essere fornito in 3 modelli: 
• Per polvere 
• Per emulsione 
• Combinato: sia per polvere che per emulsione 
È composto da una vasca suddivisa in due/tre sezioni, 
complete di agitatori con elica a pale, il tutto realizzato in 
acciaio inossidabile AISI 304 – 316. Le sezioni interne sono 
comunicanti mediante labirinto in modo da garantire la 
corretta dissoluzione, omogeneizzazione e stoccaggio del 
polielettrolita. 

 
Il sistema è composto da 
• Tramoggia con coperchio incernierato e protezione an- 

tinfortunistica in AISI 304-316 con capienza da 40 a 70 lt 
in base al modello 

• Dosatore a coclea azionato da motovarioriduttore dotato 
di indicatore di velocità per il controllo della portata 

• Un gruppo di comando e regolazione alimentazione 
acqua da 200 a 3000 Lt/h (min 2 bar) costituito da un 
filtro acqua, un riduttore di pressione con manometro, 
un pressostato, una valvola di regolazione flusso, un’e- 
lettrovalvola ed un flussometro, il tutto installato sulla 
vasca e collegato al quadro generale 

• Una sonda di controllo livelli 
• Un quadro elettrico generale montato a bordo macchina 

SPP - AUTOMATIC POLYELECTROLYTE 
          PREPARATOR 

The polymer automatic preparator 
could be supplied in 3 models: 

• Powder 
• Emulsion 
• Combined: for powder and for emulsion 
It is composed by a tank divided in two or three sections, 
with propeller stirrers, all made of stainless steel AISI304 L 
or AISI316L. 

The inner sections are communicating by means of labyrinth 
in order to ensure the correct dissolution, homogenization 
and storage of the polyelectrolyte. 

 
The system is composed of 
• Hopper with hinged lid and safety guard in AISI304 L or 

AISI316 L, with capacities from 40 o 70 liters depending 
on model 

• Dosing screw operated by motovariator equipped with 
indicator of speed for the control of the scope 

• A group of control and adjustment water supply from 200 
to 3000 Lt / h (min 2 bar) consists of a water filter, 

a pressure reducer with pressure gauge, a pressure switch, 
a flow regulator valve, a solenoid valve and a flow meter, 
all installed on the tank and connected to the 

general framework 
• A control probe levels 
• A main control panel mounted on the machine 
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DETTAGLI TECNICI / TECHNICAL DETAILS 
 
 

Modello/Model 
   SPP  SPP SPP SPP SPP  SPP SPP SPP     SPP     SPP SPP SPP 

  

500 750 1000 1500 2000 2500 3000 3500 4000 5000 7000 10000    

 Volume vasca / Tank 
Lt 500 750  1000 1500 2000 2500 3000 3500 4000 5000 7000 10000  capacity               

 Portata (versione a              
 polvere) /              
 Flow rate (powder Lt/h 500 750  1000 1500 2000 2500 3000 3500 4000 5000 7000 10000 
              

 version)              

A 
Lunghezza vasca / 

mm 950 950 1300 1500 2000 2000 2500 2500 3000 3200 3500 4350 Tank lenght               

B 
Larghezza vasca/ 

mm 845 845 805 1004 1004 1004 1304 1304 1270 1450 1450 1450 
Tank width               

 Altezza massima  
1494 1776 1812 1748 1813 1813 1812 1812 2031 2158 2300 2300 H telaio / Max frame mm 

            

 height              

HV Altezza vasca / mm 887 1169 1205 1206 1206 1206 1205 1205 1331 1428 1430 1430 
 Tank height              

 N° agitatori /  
2 2 2/3 2/3 2/3 3 3 3 3 3 3 3  

N° stirrers 
 

              

 Potenza agitatore / 
kW 0,25 0,25 0,25 0,25 0,25 0,25 0,37 0,37 0,37 0,55 0,55 0,55  Stirrer's power               

 Capacità tramoggia       
           40 

      
 coclea / Screw hopper Kg            
             

 capacity              

 Potenza dosatore / 
kW 

     
0,37 

      
 Dosing screw power            
              

 Concentrazione %  
0,1-0,5 0,1-0,5 0,1-0,5 0,1-0,4 0,1-0,4 0,1-0,4 0,1-0,4 0,1-0,4 0,1-0,4 0,1-0,4 0,1-0,4 0,1-0,4  / Range solution %  

              

 Peso / Weight Kg 200 260 310 390 430 490 550 590 630 690 800 950 
                 

le motorizzazioni possono variare in base alla configurazione di 
macchina based on machine configuration, motor power could be different 
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